Software Setup Instructions

shots of the initial setup screens. For more details on setting up

lease refer to the user manual on the software installation CD.

nect one end of the
e (item C) to the
in Wireless USB Link

“lick the Cyber-Rain
rour desktop to open
cation. You will see
screen. Click Next.
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Welcome to the InstallShield Wizard for
Cyber-Rain 3.0

The InstallShield () Wizard wil allow you to mocify, repair, o
remove Cyber-Rain 3.0. To continue, cick Next.

Connect the otherend to a
free USB port on your
computer. The LED lights on
the USB Link should
momentarily illuminate and
the Yellow colored light
should remain on.

Enter your 5 digit zip code
and click Next.
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u can set up your controller.

ollow the instructions in the user manual (located on the

d CD) from this point forward.

Questions?

Call technical supp
877-888-1452
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CYBER-RAIN QUiCk Start Setup

Cyber-Rain Smart Wireless Sprinkler C

Your Cyber-Rain XClI Controller kit should contain the follow

E. Installation Software & User Man
F. Mounting Hardware
G. Mounting Holes Template

A. Controller
B. AC Adapter
C. USB Cable




> Cyber-Rain Smart Controller

n to install the controller is probably where your existing

. Otherwise, look for a place in the garage that is protected
nd moisture. If you plan to install outdoors, you will need to
er-Rain controller in an outdoor box (available at www.cyber-
| the controller away from large metal objects or transformers

 with the wireless transmission.

remove the sprinkler wires
r existing or old controller.

» note of the wire colors for each zone.

Alounting Holes Template

s a guideline for mounting
crews into the wall. Note that
included) should be used
unting to hollow drywall

wo #10 screws provided (item
hillips screwdriver. Once

ws are in place, carefully align
in the rear of the controller
screws then slide into place.

the Cyber-Rain Smart Controller

sprinkler valve wires into the controller. All wires are
1to the controller by pushing the small white button on the
e controller with a screwdriver or pen and then inserting

1to the corresponding slot below
button. The "common" or

wire is normally colored white and

inserted into the space marked

' on the front of the controller.
tional wire is inserted into the
ding slot below the white button.
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Connecting the Cyber-Rain Smart Controller, Con

@ Insert the AC Adapter (item B) into the controller anc

the AC adapter into an electrical outlet. Note that tt
side of the power cor
should face the front
controller for proper

Manually test your sprinkler controller. There are eight buttons on the front of the
controller. Pushing each button will turn on the corresponding valve connected to the
controller for 30 seconds. Pushing the button a second time will turn that valve off.

Installing the Cyber-Rain Software

@ Insert the CD in your drive.

@ A pop-up window will appear,
"Welcome to the InstallShield Wizard
for Cyber-Rain 3.0". Click Next.

@ Software License...
If you agree, click | accept, and Next.

@ Click Next on the next window,
"Ready to Install...". Click Install.

A series of windows will give you the installation status. | .

@ Installation is complete. Click Finish.

Note: You will need to have a recent version of
Windows XP or Vista, that has .NET 2.0. If your PC
does not have it, installation will take slightly
longer. They Cyber-Rain software CD has .NET 2.0
but will only install it if your system does not
already have it.




